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RANGES

BZK HT - PLATE
150-250mm 540-1000kg

Pages 160 – 161

SSMH - PLATE AND BOLT HOLE

SSXM - PLATE

80-125mm

100mm

150-230kg

170-180kg

Pages 152 – 157

Pages 152, 158 – 159

BZMH - PLATE AND BOLT HOLE BZXM - PLATE
80-125mm 100mm130-230kg 130-230kg

Pages 142 – 147 Pages 142, 148 – 149

BZSPH HT - PLATE
150-200mm 540-600kg

Pages 150 – 151

For high temperature axle kits please see page 297

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Zinc Plated Pressed Steel Construction
Double Ball Race Swivel Head

BZMH/BZXM SERIES

Metal Shielded Bearings

Dia  
(mm) Swivel Code Swivel Brake Code Fixed Code Plate Fitting Steel Gauge Plate (mm) Steel Gauge Fork 

(mm)
Height To Axle Hole  

(mm)
Fork Width  

(mm)
Axle Bolt  

(mm)
Load Capacity  

(kg)

80 BZMH80AS BZMH80ASSWB BZMHF80AS A 2.5 2.5 70 45 8 220

100 BZMH100AS BZMH100ASSWB BZMHF100AS A 2.5 2.5 81 45 8 220

125 BZMH125AS BZMH125ASSWB BZMHF125AS A 2.5 2.5 96 45 10 230

High Temp Thermoplastic Swivel Seal

Dia  
(mm) Swivel Code Swivel Brake Code Fixed Code Plate Fitting Steel Gauge Plate (mm) Steel Gauge Fork 

(mm)
Height To Axle Hole  

(mm)
Fork Width  

(mm)
Axle Bolt  

(mm)
Load Capacity  

(kg)

100 BZXML100ASHT BZXML100ASSWBHT BZXMFL100AS A 2.5 2.5 78 40 8 180

100 BZXM100ASHT BZXM100ASSWBHT BZXMF100AS A 2.5 2.5 78 45 8 180

Bracket Only

80-125mm180-230kgPLATE FIXING

Type A

12.4 78

6045

80
75

85

100

8

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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Zinc Plated Pressed Steel Construction
Double Ball Race Swivel Head

BZMH SERIES

Metal Shielded Bearings

Dia  
(mm) Swivel Code Swivel Brake Code Fixed Code Bolt Hole Fitting Steel Gauge Fork 

(mm)
Height To Axle Hole  

(mm)
Fork Width  

(mm)
Axle Bolt  

(mm)
Load Capacity  

(kg)

80 BZMH80ASBH12 BZMH80ASBH12SWB - A 2.5 68 45 8 220

100 BZMH100ASBH12 BZMH100ASBH12SWB - A 2.5 78 45 8 220

125 BZMH125ASBH12 BZMH125ASBH12SWB - A 2.5 93 45 10 230

80-125mm220-230kg

Type A

12.4 78

6045

80
75

85

100

8

BOLT HOLE

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Pressed Steel Zinc-Plated Construction
Double Ball Race Swivel Head

BZMH SERIES

Top Plate Fixing Black Ditherm 
European  

Red Ditherm 
European

Thermoplastic Orange Epoxy Resin

P 296  -40°C to +300°C P 296 - 40°C to +400°C P 296 - 40°C to +300°C P 295 - 20°C to +250°C

Dia 
(mm)

Height 
(mm)

Plate 
(mm)

Centres  
(mm)

Fixing 
Bolt 

(mm)
Type Bearing Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

80 110 100 x 85 80/75 x 
60/45 8

BZMH80AN3
150 35 78

- - -
-

BZMH80TP3
220 30 78

- - -
-BZMH80AN3TF - - - BZMH80TP3TF - - -

BZMH80ANBJ3 - - - - - - - - - -
BZMH80AN3SWB

150 35 125
- - -

-
BZMH80TP3SWB

220 30 125
- - -

-BZMH80AN3TFSWB - - - BZMH80TP3TFSWB - - -
BZMH80ANBJ3SWB - - - - - - - - - -
BZMHF80AN3

150 35 -
- - -

-
BZMHF80TP3

220 30 -
- - -

-BZMHF80AN3TF - - - BZMHF80TP3TF - - -
BZMHF80ANBJ3 - - - - - - - - - -

100 131 100 x 85 80/75 x 
60/45 8

BZMH100LAN3 170

35 92

- - -

92

BZMH100TP3
220 30

92

- - -

92
BZMH100LAN3TF 170 - - - BZMH100TP3TF - - -
BZMH100AN3 200 BZMH100AN35

180 35
- - - - - -

BZMH100AN3TF 200 BZMH100AN35TF - - - - - -
BZMH100ANBJ3 200 - - BZMH100TPBJ3 220 30 BZMH100ANBJ/250 150 38
BZMH100LAN3SWB 170

35 125

- -

125

BZMH100TP3SWB
220 30

125

- - -

125
BZMH100LAN3TFSWB 170 - - BZMH100TP3TFSWB - - -
BZMH100AN3SWB 200 BZMH100AN35SWB

180 35
- - - - - -

BZMH100AN3TFSWB 200 BZMH100AN35SWBTF - - - - - -
BZMH100ANBJ3SWB 200 - - BZMH100TPBJ3SWB 220 30 BZMH100ANBJSWB/250 150 38
BZMHF100LAN3 170

35 -

- -

-

BZMHF100TP3
220 30

-

- - -

-
BZMHF100LAN3TF 170 - - BZMHF100TP3TF - - -
BZMHF100AN3 200 BZMHF100AN35

180 35
- - - - - -

BZMHF100AN3TF 200 BZMHF100AN35TF - - - - - -
BZMHF100ANBJ3 200 - - BZMHF100TPBJ3 220 30 BZMHF100ANBJ/250 150 38

125 158 100 x 85 80/75 x 
60/45 8

BZMH125AN3
230 40

107
- - -

-
BZMH125TP3 230 40

107
- - -

-BZMH125AN3TF - - - - - - - - -
- - - - - - - - - - - -
BZMH125AN3SWB

230 40
125

- - -
-

BZMH125TP3SWB 230 40
125

- - -
-BZMH125AN3TFSWB - - - - - - - - -

- - - - - - - - - - - -
BZMHF125AN3

230 40
-

- - -
-

BZMHF125TP3 230 40
-

- - -
-BZMHF125AN3TF - - - - - - - - -

- - - - - - - - - - - -

80-125mm130-230kgPLATE FIXING

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk



145SWIVEL BRAKED FIXED PLAIN TEFLON BUSH BALL

*Please note, braked castor maximum temperature is 280°C

Black American Phenolic Brown American Phenolic High Temperature Nylon Cast Iron

P 294  -30°C to +120°C P 294  - 30°C to +250°C P 295 - 30°C to +150°C P 300  -30°C to +350°C

Code Load 
(kg)

Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load

(kg)
Tread
(mm)

Radius
(mm)

- - -
-

- - -
-

BZMH80NYHT 220 35
78

BZMH80CI 130 32
78- - - - - -  - -  - -

- - - - - - - - -  - -
- - -

-
- - -

-
BZMH80NYSWBHT 220 35

125
BZMH80CISWB 130 32

124- - - - - -  - -  - -
- - - - - - - - -  - -
- - -

-
- - -

-
BZMHF80NYHT 220 35

-
BZMHF80CI 130 32

-- - - - - -  - -  - -
- - - - - - - - -  - -
BZMH100AN 220 38

92

BZMH100ANHT 180 38

92

BZMH100NYHT 220 35

92

BZMH100CI 220 35

92
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - -
- - - - - - - - - BZMH100CIBJHT 220 38
BZMH100ANSWB 220 38

125

BZMH100ANSWBHT 180 38

125

BZMH100NYSWBHT 220 35

125

BZMH100CISWB 220 35

125
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - -
- - - - - - - - - BZMH100CIBJSWBHT 220 38
BZMHF100AN 220 38

-

BZMHF100ANHT 180 38

-

BZMHF100NYHT 220 35

-

BZMHF100CI 220 35

-
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - -
 - - - - - - - - BZMHF100CIBJHT 220 38
BZMH125AN 230 40

107
BZMH125ANHT 200 38

107
BZMH125NYHT 230 40

107
BZMH125CI 230 38

107- - - - - - - - - - - -
 - - - - - - - - BZMH125CIBJHT 230 38
BZMH125ANSWB 230 40

125
BZMH125ANSWBHT 200 38

125
BZMH125NYSWBHT 230 40

125
BZMH125CISWB 230 38

125- - - - - -  - - - - -
 - - - - - - - - BZMH125CIBJSWBHT 230 38
BZMHF125AN 230 40

-
BZMHF125ANHT 200 38

-
BZMHF125NYHT 230 40

-
BZMHF125CI 230 38

-- - - - - -  - - - - -
- - - - - - - - - BZMHF125CIBJHT 230 38

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Pressed Steel Zinc-Plated Construction 
Double Ball Race Swivel Head 

BZMH SERIES  

Bolt Hole Fixing Black Ditherm 
European 

Red Ditherm 
European

Thermoplastic Orange Epoxy 
Resin

P 296 -40°C to +300°C P 296 -40°C to +400°C P 296 - 40°C to +300°C P 295 -20°C to +250°C

Dia 
(mm)

Height 
(mm)

Bolt 
Hole 
(mm)

Head 
Dia 

(mm)
Type Bearing Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

80 108 12.4 78

BZMH80AN3BH12

150 35 78

- - -

-

BZMH80TP3BH12
220 30

78

- - -

-BZMH80AN3TFBH12 - - - BZMH80TP3TFBH12 - - -

BZMH80ANBJ3BH12 - - - - - - - - -

BZMH80AN3BH12SWB

150 35 125

- - -

-

BZMH80TP3BH12SWB
220 30

125

- - -

-BZMH80AN3TFBH12SWB - - - BZMH80TP3TFBH12SWB - - -

BZMH80ANBJ3BH12SWB - - - - - - - - -

100 128 12.4 78

BZMH100LAN3BH12 170

35 92

- - -

92

BZMH100TP3BH12
220 30

92

- - -

92

BZMH100LAN3TFBH12 170 - - - BZMH100TP3TFBH12 - - -

BZMH100AN3BH12 200 BZMH100AN35BH12
180 35

- - - - - -

BZMH100AN3TFBH12 200 BZMH100AN35TFBH12 - - - - -

BZMH100ANBJ3BH12 200 - - BZMH100TPBJ3BH12 220 30 BZMH100ANBJBH12/250 150 38

BZMH100LAN3BH12SWB 170

35 125

- -

125

BZMH100TP3BH12SWB
220 30

125

- - -

125

BZMH100LAN3TFBH12SWB 170 - - BZMH100TP3TFBH12SWB - - -

BZMH100AN3BH12SWB 200 BZMH100AN35BH12SWB
180 35

- - - - - -

BZMH100AN3TFBH12SWB 200 BZMH100AN35TFBH12SWB - - - - -

BZMH100ANBJ3BH12SWB 200 - - BZMH100TPBJ3BH12SWB 220 30 BZMH100ANBJBH12SWB/250 150 38

125 155 12.4 78

BZMH125AN3BH12
230 40

107

- - -

-

BZMH125TP3BH12 230 40

107

- - -

-BZMH125AN3TFBH12 - - - - - - - - -

- - - - - - - - - - - -

BZMH125AN3BH12SWB
230 40

125

- - -

-

BZMH125TP3BH12SWB 230 40

125

- - -

-BZMH125AN3TFBH12SWB - - - - - - - - -

- - - - - - - - - - - -

80-125mm130-230kgBOLT HOLE

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk



147SWIVEL BRAKED FIXED

Black American Phenolic Brown American Phenolic High Temperature Nylon Cast Iron

P 294 - 30°C to +120 P 294 - 30°C to +250°C P 295 - 30°C to +150°C P 300 - 30°C to +350°C

Code Load 
(kg)

Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

- - -

-

- - -

-

BZMH80NYBH12HT 220 35

78

BZMH80CIBH12 130 32

78- - - - - -  - -  - -

- - - - - - - - -  - -

- - -

-

- - -

-

BZMH80NYBH12SWBHT 220 35

125

BZMH80CIBH12SWB 130 32

125- - - - - -  - -  - -

- - - - - - - - -  - -

BZMH100ANBH12 220 38

92

BZMH100ANBH12HT 180 38

92

BZMH100NYBH12HT 220 35

92

BZMH100CIBH12 220 35

92

- - - - - - - - - - - -

- - - - - - - - - - - -

- - - - - - - - - - -

- - - - - - - - - BZMH100CIBJBH12HT 220 38

BZMH100ANBH12SWB 220 38

125

BZMH100ANBH12SWBHT 180 38

125

BZMH100NYBH12SWBHT 220 35

125

BZMH100CIBH12SWB 220 35

125

- - - - - - - - - - - -

- - - - - - - - - - - -

- - - - - - - - - - -

- - - - - - - - - BZMH100CIBJBH12SWBHT 220 38

BZMH125ANBH12 230 40

107

BZMH125ANBH12HT 200 38

107

BZMH125NYBH12HT 230 40

107

BZMH125CIBH12 230 38

107- - - - - - - - - - - -

 - - - - - - - - BZMH125CIBJBH12HT 230 38

BZMH125ANBH12SWB 230 40

125

BZMH125ANBH12SWBHT 200 38

125

BZMH125NYBH12SWBHT 230 40

125

BZMH125CIBH12SWB 230 38

125- - - - - -  - - - - -

 - - - - - - - - BZMH125CIBJBH12SWBHT 230 38

PLAIN TEFLON BUSH BALL

*Please note, braked castor maximum temperature is 280°C

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Pressed Steel Zinc-Plated Construction
Double Ball Race Swivel Head
High Temperature Seal

BZXM SERIES

Top Plate Fixing Black Ditherm 
European  

Red Ditherm 
European

Thermoplastic Orange Epoxy Resin

P 296  -40°C to +300°C P 296 - 40°C to +400°C P 296 - 40°C to +300°C P 295 - 20°C to +250°C

Dia 
(mm)

Height 
(mm)

Plate 
(mm)

Centres  
(mm)

Fixing 
Bolt 

(mm)
Type Bearing Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

100 128 100 x 85 80/75 x 
60/45 8

BZXM100LAN3 170

35 92

- - -

92

BZXM100TP3
180 30

92

- - -

92
BZXM100LAN3TF 170 - - - BZXM100TP3TF - - -

BZXM100AN3 180 BZXM100AN35
180 35

- - - - - -

BZXM100AN3TF 180 BZXM100AN35TF - - - - - -

BZXM100ANBJ3 180 - - - BZXM100TPBJ3 180 30 BZXM100ANBJ/250 150 38

BZXM100LAN3SWB 170

35 125

- - -

125

BZXM100TP3SWB
180 30

125

- - -

125
BZXM100LAN3TFSWB 170 - - - BZXM100TP3TFSWB - - -

BZXM100AN3SWB 180 BZXM100AN35SWB
180 35

- - - - - -

BZXM100AN3TFSWB 180 BZXM100AN35SWBTF - - - - - -

BZXM100ANBJ3SWB 180 - - - BZXM100TPBJ3SWB 180 30 BZXM100ANBJSWB/250 150 38

BZXMF100LAN3 170

35 -

- - -

-

BZXMF100TP3
180 30

-

- - -

-
BZXMF100LAN3TF 170 - - - BZXMF100TP3TF - - -

BZXMF100AN3 180 BZXMF100AN35
180 35

- - - - - -

BZXMF100AN3TF 180 BZXMF100AN35TF - - - - - -

BZXMF100ANBJ3 180 - - - BZXMF100TPBJ3 180 30 BZXMF100ANBJ/250 150 38

100mm120-180kgPLATE FIXING

High Temperature Seal

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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Black American Phenolic Brown American Phenolic High Temperature Nylon Cast Iron

P 294 - 30°C to +120 P 294  -30°C to +250°C P 295 - 30°C to +150°C P 300 - 30°C to +350°C

Code Load 
(kg)

Tread 
(mm)

Radius 
(mm) Code Load  

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load

(kg)
Tread
(mm)

Radius
(mm)

BZXM100AN 180 40

92

BZXM100ANHT 180 38

92

BZXM100NYHT 180 35

92

BZXM100CI 180 35

92
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - -
- - - - - - - - - BZXM100CIBJHT 180 38
BZXM100ANSWB 180 40

125

BZXM100ANSWBHT 180 38

125

BZXM100NYSWBHT 180 35

125

BZXM100CISWB 180 35

125
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - -
- - - - - - - - - BZXM100CIBJSWBHT 180 38
BZXMF100AN 180 40

-

BZXMF100ANHT 180 38

-

BZXMF100NYHT 180 35

-

BZXMF100CI 180 35

-
- - - - - - - - - - - -
- - - - - - - - - - - -
- - - - - - - - - - -
 - - - - - - - - BZXMF100CIBJHT 180 38

SWIVEL BRAKED FIXED PLAIN TEFLON BUSH BALL

*Please note, braked castor maximum temperature is 280°C

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk



CASTOR & WHEEL
MANUFACTURERS

Zinc Plated Steel Pressed Steel Construction 
Double Ball Race Swivel Head

BZSPH HT SERIES 

Plate Fixing

Dia
(mm) Swivel Code Swivel Brake Code Fixed Code Plate Fitting Steel Gauge Plate  

(mm)
Steel Gauge Fork  

(mm)  
Height To Axle Hole  

(mm)
Fork Width  

(mm)
Axle Bolt  

(mm)
Load Capacity  

(kg)

150 BZSPH150AS/HT BZSPH150ASSWB/HT BZPHF150AS A 5 4 115 63.5 12 600

200 BZSPH200AS/HT BZSPH200ASSWB/HT BZPHF200AS A 5 4 138 63.5 12 600

Bracket Only

150-200mm600kgPLATE FIXING

Type A

150

10

8075

105

110

135

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk



Top Plate Fixing High Temperature
Nylon 

 

Brown American
Phenolic   

Cast Iron  

P 295 -30°C to +150°C P 294 -30°C to +200°C P 300  -30°C to +200°C

Dia  
(mm)

Height 
(mm)

Plate 
(mm)

Centres 
(mm)

Axle Bolt 
(mm) Type Bearing Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

150 190 135 x 
110

105 x  
80/75 10

BZSPH150NYHT 600 40

128

- - -

128

BZSPH150CI/HT 600 50

128- - - BZSPH150ANB/HT 540 51 -

- - - - - - BZSPH150CIBJ/HT 600 50

BZSPH150NYSWB/HT 600 40

167

- - -

167

BZSPH150CISWB/HT 600 50

167- - - BZSPH150ANBSWB/HT 540 51 - - -

- - - - - - BZSPH150CIBJSWB/HT 600 50

BZPHF150NY/HT 600 40 - - - - - BZPHF150CI 600 50 -

- - - - BZPHF150ANB/HT 540 51 - - - - -

- - - - - - - - BZPHF150CIBJ/HT 600 50 -

200 238 135 x 
110

105 x  
80/75 10

BZSPH200NY/HT 600 50

153

- - -

153

BZSPH200CI/HT 600 50

153- - - BZSPH200ANB/HT 600 50 - - -

- - - - - - BZSPH200CIBJ/HT 600 50

BZSPH200NYSWB/HT 600 50

167

- -

167

BZSPH200CISWB/HT 600 50

167- - - BZSPH200ANBSWB/HT 600 50 - - -

- - - - - - BZSPH200CIBJSWB/HT 600 50

BZPHF200NY/HT 600 50 - - - - - BZPHF200CI 600 50 -

- - - - BZPHF200ANB/HT 600 50 - - - - -

- - - - - - - - BZPHF200CIBJ/HT 600 50 -

150-200mm540-600kgPLATE FIXING

151SWIVEL BRAKED FIXED PLAIN ROLLER BALL

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Stainless Steel Pressed Steel Construction (Grade 304) 
Double Ball Race Swivel Head 

SSMH/SSXM SERIES

Metal Shielded Bearings

Dia  
(mm) Swivel Code Swivel Brake Code Fixed Code Plate Fitting Steel Gauge Plate 

 (mm)
Steel Gauge Fork 

(mm)
Height To Axle Hole  

(mm)
Fork Width  

(mm)
Axle Bolt  

(mm)
Load Capacity  

(Kg)

80 SSMH80AS SSMH80ASSWB SSMHF80AS A 2.5 2.5 70 45 8 220

100 SSMH100AS SSMH100ASSWB SSMHF100AS A 2.5 2.5 81 45 8 220

125 SSMH125AS SSMH125ASSWB SSMHF125AS A 2.5 2.5 96 45 10 230

High Temp Thermoplastic Swivel Seal

Dia  
(mm) Swivel Code Swivel Brake Code Fixed Code Plate Fitting Steel Gauge Plate  

(mm)
Steel Gauge Fork 

(mm)
Height To Axle Hole  

(mm)
Fork Width  

(mm)
Axle Bolt  

(mm)
Load Capacity  

(kg)

100 SSXML100ASHT SSXML100ASSWBHT SSXMFL100AS A 2.5 2.5 78 40 8 180

100 SSXM100ASHT SSXM100ASSWBHT SSXMF100AS A 2.5 2.5 78 45 8 180

Bracket Only

80-125mm180-230kgPLATE FIXING

Type A

12.4 78

6045

80
75

85

100

8

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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Stainless Steel Pressed Steel Construction (Grade 304) 
Double Ball Race Swivel Head 

SSMH SERIES

Metal Shielded Bearings

Dia  
(mm) Swivel Code Swivel Brake Code Fixed Code Bolt Hole Fitting Steel Gauge Plate (mm) Steel Gauge Fork 

(mm)
Height to axle hole  

(mm)
Fork width  

(mm)
Axle bolt  

(mm)
Load Capacity  

(kg)

80 SSMH80ASBH12 SSMH80ASBH12SWB - A - 2.5 68 45 8 220

100 SSMH100ASBH12 SSMH100ASBH12SWB - A - 2.5 78 45 8 220

125 SSMH125ASBH12 SSMH125ASBH12SWB - A - 2.5 93 45 10 230

Type A

12.4 78

6045

80
75

85

100

8

80-125mm220-230kgBOLT HOLE

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Stainless Steel Pressed Steel Construction (Grade 304) 
Double Ball Race Swivel Head

SSMH SERIES

Top Plate Fixing Black Ditherm 
European  

Red Ditherm 
European

Thermoplastic 

P 296  -40°C to +300°C P 296 - 40°C to +400°C P 296 - 40°C to +300°C

Dia 
(mm)

Height 
(mm)

Plate  
(mm)

Centres 
(mm)

Fixing Bolt 
(mm) Type Bearing Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

80 110 100 x 85 80/75 x 60/45 8

SSMH80AN3
150 35 78

- - - - SSMH80TP3
220 30 78

SSMH80AN3TF - - - SSMH80TP3TF
SSMH80AN3SWB

150 35 125
- - - - SSMH80TP3SWB

220 30 125
SSMH80AN3TFSWB - - - SSMH80TP3TFSWB
SSMHF80AN3

150 35 -
- - - - SSMHF80TP3

220 30 -
SSMHF80AN3TF - - - SSMHF80TP3TF

100 131 100 x 85 80/75 x 60/45 8

SSMH100LAN3 170

35 92

- - -

92

SSMH100TP3 220 30

92
SSMH100LAN3TF 170 - - - SSMH100TP3TF 220 30
SSMH100AN3 220 SSMH100AN35

180 35
-

- -
SSMH100AN3TF 220 SSMH100AN35TF -
SSMH100LAN3SWB 170

35 125

- - -

125

SSMH100TP3SWB 220 30

125
SSMH100LAN3TFSWB 170 - - SSMH100TP3TFSWB 220 30
SSMH100AN3SWB 220 SSMH100AN35SWB

180 35
-

- -
SSMH100AN3TFSWB 220 SSMH100AN35SWBTF -
SSMHF100LAN3 170

35 -

- - -

-

SSMHF100TP3 220 30

-
SSMHF100LAN3TF 170 - - - SSMHF100TP3TF 220 30
SSMHF100AN3 220 SSMHF100AN35

180 35
-

- -
SSMHF100AN3TF 220 SSMHF100AN35TF -

125 158 100 x 85 80/75 x 60/45 8

SSMH125AN3
230 40 107

- - -
-

SSMH125TP3 230 40
107

SSMH125AN3TF - - - - - -
SSMH125AN3SWB

230 40 125
- - -

-
SSMH125TP3SWB 230 40

125
SSMH125AN3TFSWB - - - - - -
SSMHF125AN3

230 40 -
- - -

-
SSMHF125TP3 230 40

-
SSMHF125AN3TF - - - - - -

80-125mm150-230kgPLATE FIXING

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk



155SWIVEL BRAKED FIXED

Black American 
Phenolic

Brown American 
Phenolic

High Temperature 
Nylon

P 294 - 30°C to +120°C P 294 - 30°C to +250°C P 295 - 30°C to +150°C

Code Load 
(kg)

Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

- - -
-

- - -
-

SSMH80NYHT 220 35
78

- - - - - -  - -
- - -

-
- - -

-
SSMH80NYSWBHT 220 35

125
- - - - - -  - -
- - -

-
- - -

-
SSMHF80NYHT 220 35

-
- - - - - -  - -
SSMH100AN 220 38

92

SSMH100ANHT 180 38

92

SSMH100NYHT 220 35

92
- - - - - - - - -
- - - - - - - - -
- - - - - - - - -
SSMH100ANSWB 220 38

125

SSMH100ANSWBHT 180 38

125

SSMH100NYSWBHT 220 35

125
- - - - - - - - -
- - - - - - - - -
- - - - - - - - -
SSMHF100AN 220 38

-

SSMHF100ANHT 180 38

-

SSMHF100NYHT 220 35

-
- - - - - - - - -
- - - - - - - - -
- - - - - - - - -
SSMH125AN 230 40

107
SSMH125ANHT 200 38

107
SSMH125NYHT 230 40

107
- - - - - - - - -
SSMH125ANSWB 230 40

125
SSMH125ANSWBHT 200 38

125
SSMH125NYSWBHT 230 40

125
- - - - - -  - - -
SSMHF125AN 230 40

-
SSMHF125ANHT 200 38

-
SSMHF125NYHT 230 40

-
- - - - - -  - - -

*Please note, braked castor maximum temperature is 280°C

PLAIN TEFLON BUSH BALL

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Stainless Steel Pressed Steel Construction (Grade 304)  
Double Ball Race Swivel Head

SSMH SERIES

Bolt Hole Fixing Black Ditherm 
European  

Red Ditherm 
European

Thermoplastic

P 296  -40°C to +300°C P 296 - 40°C to +400°C P 296 - 40°C to +300°C

Dia 
(mm)

Height 
(mm)

Bolt Hole 
(mm)

Head Dia  
(mm) Type Bearing Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

80 108 12.4 78

SSMH80AN3BH12
150 35 78

- - -
-

SSMH80TP3BH12
150 30 78

SSMH80AN3TFBH12 - - - SSMH80TP3TFBH12

SSMH80AN3BH12SWB
150 35 125

- - -
-

SSMH80TP3BH12SWB
150 30 125

SSMH80AN3TFBH12SWB - - - SSMH80TP3TFBH12SWB

100 128 12.4 78

SSMH100LAN3BH12 170

35 92

- - -

92

SSMH100TP3BH12
220 30

92
SSMH100LAN3TFBH12 170 - - - SSMH100TP3TFBH12

SSMH100AN3BH12 200 SSMH100AN35BH12
180 35

- - -

SSMH100AN3TFBH12 200 SSMH100AN35TFBH12 - - -

SSMH100LAN3BH12SWB 170

35 125

- - -

125

SSMH100TP3BH12SWB
220 30

125
SSMH100LAN3TFBH12SWB 170 - - - SSMH100TP3TFBH12SWB

SSMH100AN3BH12SWB 200 SSMH100AN35BH12SWB
180 35

- - -

SSMH100AN3TFBH12SWB 200 SSMH100ANTF35BH12SWB - - -

125 155 12.4 78

SSMH125AN3BH12
230 40 107

- - -
-

SSMH125TP3BH12 230 40
107

SSMH125AN3TFBH12 - - - - - -

SSMH125AN3BH12SWB
230 40 125

- - -
-

SSMH125TP3BH12SWB 230 40
125

SSMH125AN3TFBH12SWB - - - - - -

80-125mm150-230kgBOLT HOLE

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk



157SWIVEL BRAKED FIXED

Black American 
Phenolic

Brown American 
Phenolic 

High Temperature 
Nylon 

P 294 - 30°C to +120 P 294 - 30°C to +250°C P 295 - 30°C to +150°C

Code Load 
(kg)

Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

- - -
-

- - -
-

SSMH80NYBH12HT 220 35
78

- - - - - -  - -

- - -
-

- - -
-

SSMH80NYBH12SWBHT 220 35
125

- - - - - -  - -

SSMH100ANBH12 220 38

92

SSMH100ANBH12HT 180 38

92

SSMH100NYBH12HT 220 35

92
- - - - - - - - -

- - - - - - - - -

- - - - - - - - -

SSMH100ANBH12SWB 220 38

125

SSMH100ANBH12SWBHT 180 38

125

SSMH100NYBH12SWBHT 220 35

125
- - - - - - - - -

- - - - - - - - -

- - - - - - - - -

SSMH125ANBH12 230 40
107

SSMH125ANBH12HT 200 38
107

SSMH125NYBH12HT 230 40
107

- - - - - - - - -

SSMH125ANSBH12SWB 230 40
125

SSMH125ANBH12SWBHT 200 38
125

SSMH125NYBH12SWBHT 230 40
125

- - - - - -  - -

PLAIN TEFLON BUSH BALL

*Please note, braked castor maximum temperature is 280°C

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Stainless Steel Pressed Steel Construction (Grade 304) 
Double Ball Race Swivel Head
High Temperature Seal

SSXM SERIES

Top Plate Fixing Black Ditherm 
European  

 

Red Ditherm 
European 

Thermoplastic 

P 296  -40°C to +300°C P 296 - 40°C to +400°C P 296 - 40°C to +300°C

Dia 
(mm)

Height 
(mm)

Plate  
(mm)

Centres  
(mm)

Fixing Bolt 
(mm) Type Bearing Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

100 128 100 x 85 80/75 x 60/45 8

SSXM100LAN3 170

35 92

- - -

92

SSXM100TP3
220 30

92
SSXM100LAN3TF 170 - - - SSXM100TP3TF
SSXM100AN3 200 SSXM100AN35

220 35
- - -

SSXM100AN3TF 200 SSXM100AN35TF - - -
SSXM100LAN3SWB 170

35 125

- - -

125

SSXM100TP3SWB
220 30

125
SSXM100LAN3TFSWB 170 - - - SSXM100TP3TFSWB
SSXM100AN3SWB 200 SSXM100AN35SWB

220 35
- - -

SSXM100AN3TFSWB 200 SSXM100AN35SWBTF - - -
SSXMF100LAN3 170

35 -

- - -

-

SSXMF100TP3
220 30

-
SSXMF100LAN3TF 170 - - - SSXMF100TP3TF
SSXMF100AN3 200 SSXMF100AN35

220 35
- - -

SSXMF100AN3TF 200 SSXMF100AN35TF - - -

100mm170-220kgPLATE FIXING

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk



159SWIVEL BRAKED FIXED

Black American 
Phenolic 

Brown American 
Phenolic 

High Temperature 
Nylon 

P 294 - 30°C to +120°C P 294 - 30°C to +250°C P295 - 30°C to +150°C

Code Load 
(kg)

Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

SSXM100AN 220 40

92

SSXM100ANHT 180 38

92

SSXM100NYHT 220 35

92
- - - - - - - - -
- - - - - - - - -
- - - - - - - - -
SSXM100ANSWB 220 40

125

SSXM100ANSWBHT 180 38

124

SSXM100NYSWBHT 220 35

125
- - - - - - - - -
- - - - - - - - -
- - - - - - - - -
SSXMF100AN 220 40

-

SSXMF100ANHT 180 38

-

SSXMF100NYHT 220 35

-
- - - - - - - - -
- - - - - - - - -
- - - - - - - - -

PLAIN TEFLON BUSH BALL

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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CASTOR & WHEEL
MANUFACTURERS

Fabricated Zinc Plated Steel 
Single Ball Race Swivel Head

BZKHT SERIES

Plate Fitting

Dia  
(mm) Swivel Code Swivel Brake Code Fixed Code Plate Fitting Steel Gauge Plate  

(mm)
Steel Gauge Fork 

(mm)
Height To Axle Hole  

(mm)
Fork Width  

(mm)
Axle Bolt  

(mm)
Load Capacity  

(kg)

150 BZK150AS/HT BZK150ASSWB/HT BZKF150AS A 7.5 6 125 65 12 1500

200 BZK200AS/HT BZK200ASSWB/HT BZKF200AS A 7.5 6 150 65 12 1500

Bracket Only

150-200mm1500kgPLATE FIXING

Type A

8059

121
105

110

150

12

•  Single piece forged alloy steel top plate and fork base
•  Precision CNC-machined raceways
•  Induction-hardening of raceways ensures uniform depth of hardness
•  Totally sealed swivel head with grease nipple
•   6mm thick legs cylindrically - formed legs - robotically welded inside 

and outside

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk
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Fabricated Zinc Plated Steel 
Singled Sealed Ball Race

BZK HIGH 
TEMPERATURE SERIES

Top Plate Fixing High Temperature 
Nylon

Brown American
Phenolic 

Cast Iron

P 295 - 30°C to +150°C P 294 - 30°C to +200°C P 300 - 30°C to +200°C

Dia 
(mm)

Height 
(mm)

Plate 
(mm)

Centres  
(mm)

Fixing 
Bolt 

(mm)
Type Bearing Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm) Code Load 

(kg)
Tread 
(mm)

Radius 
(mm)

150 200 150 x 
110

105/121 x 
80/59 12

BZK150NY/HT 750 40

130

-

540 51 130

BZK150CI/HT

910 50 130- - - BZK150ANB/HT -

- - - - BZK150CIBJ/HT

BZK150NYSWB/HT 750 40

140

-

540 51 140

BZK150CISWB/HT

910 50 140- - - BZK150ANBSWB/HT -

- - - BZK150CIBJSWB/HT

BZKF150NY/HT 750 40

-

-

540 51 -

BZKF150CI/HT

910 50 -- - - BZKF150ANB/HT -

- - - - BZKF150CIBJ/HT

200 250 150 x 
110

105/121 x 
80/59 12

BZK200NY/HT 900 50

165

-

725 50 165

BZK200CI/HT

1000 50 165- - - BZK200ANB/HT -

- - - - BZK200CIBJ/HT

BZK200NYSWB/HT 900 50

165

-

725 50 165

BZK200CISWB/HT

1000 50 165- - - BZK200ANBSWB/HT -

- - - - BZK200CIBJSWB/HT

BZKF200NY/HT 900 50

-

-

725 50 -

BZKF200CI/HT

1000 50 -- - - BZKF200ANB/HT -

- - - - BZKF200CIBJ/HT

150-200mm540-1000kgPLATE FIXING

Supplied by Merlin Industrial Products Ltd - Call 01752 690622 - Email sales@mipl.uk


