
Select from our wide range 
of stylish and innovative 
illuminated display solutions. 
Our products are highly 
functional and durable. 
And if you haven´t found  
a product that suits you 
we will be happy to design 
bespoke solutions to meet 
your specific needs.

Get your posters
and graphics noticed!

ILLUMINATED
DISPLAYS



REFERENCE PROJECTS

LED Totem Light column ARCUATO® Poster Light Column

LED Poster Light box

LED Poster Light box

Wall T-FRAME

LED Totem Light column
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ARCUATO® Sign post
curved light display | double-sided

ARCUATO® Poster Light Column
freestanding | curved light column | double-sided

• �easy poster exchange - snap profiles to the long sides 
• �excellent stability - a powder coated steel base 
• �unrivalled illumination - convex shape with 240V 

Fluorescent tube or 12/24V LED illumination 
• �complete with spiral power cable (240 volt versions) 

or low votage power adapter (LED versions) 
• �ready to use - supplied fully assembled

• �homogenous 12/24V LED illumination 
• �easy poster exchange - snap profiles to vertical sides  
• �poster protection - UV - stable anti glare front sheets 

prevent posters from fading 
• �good stability - square or elliptical powder coated 

steel base

WSPLA3

WSPLA3EL

BEST SELLER

product code DIN X × Y A × B × C        Watts

WSPLA3 A3 277 × 420 mm 358 × 1461 × 330 mm 48 W

WSPLA3EL A3 277 × 420 mm 500 × 1461 × 279 mm 48 W

product code     X × Y        A × B × C                    Watts

TL1XA1 574 × 841 mm 654 × 856 × 350 mm 2 × 18 W

TL2XA1 574 × 1682 mm 654 × 1697 × 350 mm 1 × 58 W

TL2X70x100 680 × 2000 mm 760 × 2015 × 420 mm 2 × 36 W + 2 × 18 W

TL1XA1LED 574 × 841 mm 654 × 856 × 350 mm 36  W

TL2XA1LED 574 × 1682 mm 654 × 1697 × 350 mm 36  W

TL2X70x100LED 680 × 2000 mm 760 × 2015 × 420 mm 60  W

ARCUATO® Poster Light box
convex shape | fluorescent tubes

• �homogenous, back lit T8 fluorescent tube illumination 
• �easy poster exchange - snap frame profiles to two 

sides 
• �poster protection - UV-stable anti-glare front sheets 

prevent posters from fading  
• �ready to install, with flexi cable

product code DIN           X × Y A × B × C Watts

PLAA3 A3      277 × 420 mm 344 × 427 × 95 mm 1 × 22 W

PLAA2 A2      400 × 594 mm 467 × 601 × 105 mm 1 × 36 W

PLAA1 A1      574 × 841 mm 641 × 848 × 117 mm 4 × 16 W

PLAA0 A0    821 × 1189 mm 888 × 1196 × 132 mm 6 x 16 W

PLA50x70           480 × 700 mm 546 × 707 × 107 mm 3 × 18 W

PLA70x100      680 × 1000 mm 747 × 1007 × 125 mm 4 × 30 W

PLA594x1682          574 × 1682 mm 641 × 1689 × 117 mm 1 × 58 W

PLA700x2000          680 × 2000 mm 747 × 2007 × 125 mm 2 × 36  + 2 × 16 W
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Brand Light Box
alluminium frame | acrylic opal sheet

• �bright illumination - LED strips 
• �eye catching - for printed or applied vinyl graphics 

direct to the bonded opal front sheet

product code A × B × C Watts

BL560x420 420 × 560 × 180 mm 24 W
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LED Back lit Light box
silver anodised finish

• �easy poster exchange - snap profiles to the sides 
• �12/24V LED back lit illumination, complete with low 

voltage power adapter 
• �ready to use - fully assembled

product code DIN X × Y A × B × C Diodes

TFLSW2XA1 1682 × 594 mm 1664 × 576 mm 1715 × 627 × 130 mm 27

TFLSW2X70X100 2000 × 700 mm 1982 × 682 mm 2033 × 733 × 130 mm 36

Double quantity of LEDs

TFLSW2XA1U 1682 × 594 mm 1664 × 576 mm 1715 × 627 × 130 mm 54

TFLSW2X70X100U 2000 × 700 mm 1982 × 682 mm 2033 × 733 × 130 mm 72
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LED Totem Light column
silver anodised finish | double-sided

• �easy poster exchange - snap profiles to the sides 
• �12/24V LED back lit illumination, complete with low 

votage power adapter 
• �improved stability - powder coated steel base plate 
• �ready to use - fully assembled

product code size X × Y A × B × C Watts

TFLS2X70x100 700 × 2000 mm 682 × 1982 mm 800 × 2040 × 350 mm 60 W

TFLS2XA1 594 × 1682 mm 576 × 1664 mm 694 × 1742 × 350 mm 48 W

Colour temperature: 6000 - 7000 K

LED Acrylic Light panels
double-sided cable mounted edge lit frames 

• �super bright illumination - individual bevelled 			 
edge LED poster pockets

• �eco friendly - low voltage, low energy consumption

• �double-sided presentation - clear acrylic panels 		
with folded poster pockets to both sides

• �with 4m floor to ceiling or wall to wall cable 			 
kits with power adapter and connectors (sold separately)

product code     orientation   DIN     /   size X × Y A × B Watts packing max qty per cable system

IPFA1P A1        830 × 584 mm 584 × 831 mm 684 × 930 mm 27 W 1 pc max 2

IPFA2P A2        584 × 410 mm 410 × 584 mm 510 × 684 mm 18,5 W 1 pc max 2

IPFA3P A3        410 × 287 mm 287 × 410 mm 387 × 510 mm 14 W 1 pc max 5

IPFA4P A4        287 × 200 mm 200 × 287 mm 300 × 387 mm 6,5 W 1 pc max 5

IPFA2L A2        584 × 410 mm 584 × 410 mm 684 × 510 mm 18,5 W 1 pc max 2

IPFA3L A3        410 × 287 mm 410 × 287 mm 510 × 387 mm 14 W 1 pc max 5

IPFA4L A4        287 × 200 mm 287 × 200 m 387 × 300 mm 6,5 W 1 pc max 5

IPFFC 4 m floor to ceiling cable kit including power supply adapter 1 set

IPFWW 4 m wall to wall cable kit including power supply adapter 1 set

IPFFCIPFWW
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120mm Wall T-FRAME
with or without LED illumination
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120mm Freestanding T-FRAME
double-sided | with or without LED illumination

product code DIN   X × Y    A × B × C Watts

Illuminated

TFR120WA2LED A2 412 x 586 mm 420 x 594 x 120 mm 36 W

TFR120WA1LED A1 586 x 833 mm 594 x 841 x 120 mm 48 W

TFR120WA0LED A0 833 x 1181 mm 841 x 1189 x 120 mm 84 W

TFR120WB2LED B2 492 x 699 mm 500 x 707 x 120 mm 36 W

TFR120WB1LED B1 699 x 992 mm 707 x 1000 x 120 mm 60 W

TFR120WB0LED B0 992 x 1406 mm 1000 x 1414 x 120 mm 84 W

TFR120W100x150LED 992 x 1492 mm 1000 x 1500 x 120 mm 84 W

TFR120W100x200LED 992 x 1992 mm 1000 x 2000 x 120 mm 120 W

TFR120W100x225LED 992 x 2242 mm 1000 x 2250 x 120 mm 150 W

TFR120W200x150LED 1992 x 1492 mm 2000 x 1500 x 120 mm 150 W

TFR120W200x200LED 1992 x 1992 mm 2000 x 2000 x 120 mm 320 W

TFR120W200x225LED 1992 x 2242 mm 2000 x 2250 x 120 mm 320 W

TFR120W300x150LED 2992 x 1492 mm 3000 x 1500 x 120 mm 200 W

TFR120W300x200LED 2992 x 1992 mm 3000 x 2000 x 120 mm 320 W

TFR120W300x225LED 2992 x 2242 mm 3000 x 2250 x 120 mm 320 W

Non-illuminated

TFR120WA2 A2 412 x 586 mm 420 x 594 x 120 mm

TFR120WA1 A1 586 x 833 mm 594 x 841 x 120 mm

TFR120WA0 A0 833 x 1181 mm 841 x 1189 x 120 mm

TFR120WB2 B2 492 x 699 mm 500 x 707 x 120 mm

TFR120WB1 B1 699 x 992 mm 707 x 1000 x 120 mm

TFR120WB0 B0 992 x 1406 mm 1000 x 1414 x 120 mm

TFR120W100x150 992 x 1492 mm 1000 x 1500 x 120 mm

TFR120W100x200 992 x 1992 mm 1000 x 2000 x 120 mm

TFR120W100x225 992 x 2242 mm 1000 x 2250 x 120 mm

TFR120W200x150 1992 x 1492 mm 2000 x 1500 x 120 mm

TFR120W200x200 1992 x 1992 mm 2000 x 2000 x 120 mm

TFR120W200x225 1992 x 2242 mm 2000 x 2250 x 120 mm

TFR120W300x150 2992 x 1492 mm 3000 x 1500 x 120 mm

TFR120W300x200 2992 x 1992 mm 3000 x 2000 x 120 mm

TFR120W300x225 2992 x 2242 mm 3000 x 2250 x 120 mm

product code DIN X × Y    A × B × C Watts

Illuminated

TFR120FA2LED A2 412 × 586 mm 420 × 608 × 350 mm 36 W

TFR120FA1LED A1 586 × 833 mm 594× 855 × 350 mm 48 W

TFR120FA0LED A0 833 × 1181 mm 841 × 1203 × 350 mm 84 W

TFR120FB2LED B2 492 × 699 mm 500 × 721 × 350 mm 36 W

TFR120FB1LED B1 699 × 992 mm 707 × 1014 × 350 mm 60 W

TFR120FB0LED B0 992 × 1406 mm 1000 × 1428 × 350 mm 84 W

TFR120F100x150LED 992 × 1492 mm 1000 × 1514 × 350 mm 84 W

TFR120F100x200LED 992 × 1992 mm 1000 × 2014 × 500 mm 120 W

TFR120F100x225LED 992 × 2242 mm 1000 × 2264 × 500 mm 150 W

TFR120F200x150LED 1992 × 1492 mm 2000 × 1514 × 500 mm 150 W

TFR120F200x200LED 1992 × 1992 mm 2000 × 2014 × 500 mm 320 W

TFR120F200x225LED 1992 × 2242 mm 2000 × 2264 × 500 mm 320 W

TFR120F300x150LED 2992 × 1492 mm 3000 × 1514 × 500 mm 200 W

TFR120F300x200LED 2992 × 1992 mm 3000 × 2014 × 500 mm 320 W

TFR120F300x225LED 2992 × 2242 mm 3000 × 2264 × 500 mm 320 W

Non-illuminated

TFR120FA2 A2 412 × 586 mm 420 × 608 × 350 mm

TFR120FA1 A1 586 × 833 mm 594× 855 × 350 mm

TFR120FA0 A0 833 × 1181 mm 841 × 1203 × 350 mm

TFR120FB2 B2 492 × 699 mm 500 × 721 × 350 mm

TFR120FB1 B1 699 × 992 mm 707 × 1014 × 350 mm

TFR120FB0 B0 992 × 1406 mm 1000 × 1428 × 350 mm

TFR120F100x150 992 × 1492 mm 1000 × 1514 × 350 mm

TFR120F100x200 992 × 1992 mm 1000 × 2014 × 500 mm

TFR120F100x225 992 × 2242 mm 1000 × 2264 × 500 mm

TFR120F200x150 1992 × 1492 mm 2000 × 1514 × 500 mm

TFR120F200x200 1992 × 1992 mm 2000 × 2014 × 500 mm

TFR120F200x225 1992 × 2242 mm 2000 × 2264 × 500 mm

TFR120F300x150 2992 × 1492 mm 3000 × 1514 × 500 mm

TFR120F300x200 2992 × 1992 mm 3000 × 2014 × 500 mm

TFR120F300x225 2992 × 2242 mm 3000 × 2264 × 500 mm

180mm Freestanding T-FRAME
double-sided | with or without LED illumination
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Artikelcode DIN                              X × Y                                             A × B × C Watts

Illuminated

TFR180FA0LED A0 833 × 1181 mm 841 × 1203 × 350 mm 48 W

TFR180FB0LED B0 992 × 1406 mm 1000 × 1428 × 350 mm 84 W

TFR180F100x150LED 992 × 1492 mm 1000 × 1514 × 500 mm 84 W

TFR180F100x200LED 992 × 1992 mm 1000 × 2014 × 500 mm 120 W

TFR180F100x280LED 992 × 2792 mm 1000 × 2814 × 500 mm 150 W

TFR180F200x150LED 1992 × 1492 mm 2000 × 1514 × 500 mm 120 W

TFR180F200x200LED 1992 × 1992 mm 2000 × 2014 × 500 mm 320 W

TFR180F200x280LED 1992 × 2792 mm 2000 × 2814 × 500 mm 320 W

TFR180F300x150LED 2992 × 1492 mm 3000 × 1514 × 500 mm 200 W

TFR180F300x200LED 2992 × 1992 mm 3000 × 2014 × 500 mm 320 W

TFR180F300x280LED 2992 × 2792 mm 3000 × 2814 × 500 mm 320 W

TFR180F762x1016LED 754 × 1008 mm 762 × 1030 × 350 mm 36 W

TFR180F1016x1524LED 1008 × 1516 mm 1016 × 1538 × 350 mm 84 W

Non-illuminated

TFR180FA0 A0 833 × 1181 mm 841 × 1203 × 350 mm

TFR180FB0 B0 992 × 1406 mm 1000 × 1428 × 350 mm

TFR180F100x150 992 × 1492 mm 1000 × 1514 × 500 mm

TFR180F100x200 992 × 1992 mm 1000 × 2014 × 500 mm

TFR180F100x280 992 × 2792 mm 1000 × 2814 × 500 mm

TFR180F200x150 1992 × 1492 mm 2000 × 1514 × 500 mm

TFR180F200x200 1992 × 1992 mm 2000 × 2014 × 500 mm

TFR180F200x280 1992 × 2792 mm 2000 × 2814 × 500 mm

TFR180F300x150 2992 × 1492 mm 3000 × 1514 × 500 mm

TFR180F300x200 2992 × 1992 mm 3000 × 2014 × 500 mm

TFR180F300x280 2992 × 2792 mm 3000 × 2814 × 500 mm

TFR180F762x1016 754 × 1008 mm 762 × 1030 × 350 mm

TFR180F1016x1524 1008 × 1516 mm 1016 × 1538 × 350 mm
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